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VEGETATION
Desert Succulent Sedums
Cuttings or Plugs or Mats

Bio-Mix Euro-Blend
50 mm or 75 mm depth (2" or 3")

Bio-Edge ALB

Bio-Filter Fabric 1

Vegetation-free zone with loose stone or paver,
as per architect's specifications

Bio-Retention Panel 0.40
12 mm depth (0.5")

Polystyrene rigid insulation

Bio-Rootstop root barrier

Roof membrane assembly,
as per architect's specifications

Roof deck

VEGETATED ROOF ASSEMBLY WITH VEGETATION FREE ZONE AND EDGING
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VEGETATION
Desert Succulent Sedums
Cuttings or Plugs or Mats

Metal flashing,
as per architect's specifications

Bio-Filter Fabric, to wrap up vertically
and secured with Bio-Tape BFF

Bio-Mix Euro-Blend
50 mm or 75 mm depth (2" or 3")

Bio-Retention Panel [or Bio-Void FF]
610 mm x 610 mm (24" x 24"), 12 mm depth (0.5")

Polystyrene rigid insulation

Bio-Rootstop root barrier

Roof membrane assembly,
as per architect's specifications

Roof deck
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Bio-Filter Fabric 2
Ensure to cover the entire
vegetation free zone

Precast Concrete Paver

and secured with Bio-Tape BFF

Bio-Mix Euro-Blend

50 mm or 75 mm depth (2" or 3")

Bio-Void FF

Polystyrene rigid insulation

Bio-Rootstop root barrier

Roof membrane assembly,
as per architect's specifications

Roof deck
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VEGETATION
Desert Succulent Sedums
Cuttings or Plugs or Mats

Metal flashing,
as per architect's specifications
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Bio-Filter Fabric
end lap secured to Bio-Edge
with Bio-Tape 2S

Bio-Mix Euro-Blend
50 mm or 75 mm depth (2" or 3")

VEGETATION
Desert Succulent Sedums
Cuttings or Plugs or Mats

Bio-Retention Panel [or Bio-Void FF] —
610 mm x 610 mm (24" x 24")
12 mm depth (0.5")

Bio-Chamber
Height to be specified

Roof Drain

A Y

Bio-Filter Fabric to wrap up vertically
over top edge of Bio-Chamber and
sealed inside walls

| Polystyrene rigid insulation

a
| Bio-Rootstop root barrier

| - Roof membrane assembly,

as per architect's specifications

Roof deck
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